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§236.11

§236.11 Adjustment, repair, or replace-
ment of component.

When any component of a signal sys-
tem, the proper functioning of which is
essential to the safety of train oper-
ation, fails to perform its intended sig-
naling function or is not in correspond-
ence with known operating conditions,
the cause shall be determined and the
faulty component adjusted, repaired or
replaced without undue delay.

[49 FR 3382, Jan. 26, 1984]

§236.12 Spring switch signal protec-
tion; where required.

Signal protection shall be provided
for facing and trailing movements
through spring switch within inter-
locking limits and through spring
switch installed in automatic block
signal, train stop, train control or cab
signal territory where train move-
ments over the switch are made at a
speed exceeding 20 miles per hour, ex-
cept that signal protection shall be re-
quired only with the current of traffic
on track signaled for movement in only
one direction.

NOTE: Does not apply to spring switch in-
stalled prior to October 1, 1950 in automatic
block signal, automatic train stop, or auto-
matic train control territory.

[49 FR 3383, Jan. 26, 1984]

§236.13 Spring switch; selection of sig-
nal control circuits through circuit
controller.

The control circuits of signals gov-
erning facing movements over a main
track spring switch shall be selected
through the contacts of a switch cir-
cuit controller, or through the con-
tacts of relay repeating the position of
such circuit controller, which, when
normally closed switch point is open
one-fourth inch or more, will cause
such signals to display their most re-
strictive aspects, except that where a
separate aspect is displayed for facing
movements over the switch in the re-
verse position the signal shall display
its most restrictive aspect when the
switch points are open one-fourth inch
or more from either the normal or re-
verse position.

49 CFR Ch. Il (10-1-11 Edition)

§236.14 Spring switch signal protec-
tion; requirements.

(a) The indication of signal governing
movements from siding to main track
with the current of traffic on track sig-
naled for movements in only one direc-
tion through a spring switch in auto-
matic block signal territory shall be
not less restrictive than ‘“‘Proceed at
Restricted Speed’ when the block, into
which movements are governed by the
signal, is occupied, and shall be ‘““‘Stop”’
when the main track is occupied by a
train approaching the switch within at
least 1,500 feet in approach of the ap-
proach signal located stopping distance
from the main track signal governing
trailing movements over switch, except
that the indication may be caused to
be less restrictive if approach or time
locking is used.

(b) The indication of signal governing
movements against the current of traf-
fic from the reverse main of main
tracks to a single track, or signal gov-
erning movements from a siding to a
main track signaled for movements in
either direction, through a spring
switch, in automatic block signal terri-
tory, shall be not less restrictive than
“Proceed at Restricted Speed’ when
the block, into which movements are
governed by the signal, is occupied by
a preceding train, and shall be ‘““Stop”’
when the block on the single track into
which the signal governs is occupied by
an opposing train.

(c) The indication of signal governing
movements against the current of traf-
fic from the reverse main of main
tracks to a single track or signal gov-
erning movements from a siding to a
main track signaled for movements in
either direction through a spring
switch in automatic block signal terri-
tory shall be ‘“‘Stop’> when the normal
direction main track of the double
track or the single track signaled for
movements in both directions is occu-
pied by a train approaching the switch
within at least 1,500 feet in approach of
the approach signal located stopping
distance from the main track signal
governing trailing movements over
switch, except that indication may be
caused to be less restrictive if approach
or time locking is used.
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